
Minimum Order Quantities Apply

 
 

• Staggered Brick Pattern: 3" x 6" 

2" Intregal Bullnose Trim on top 
and both sides

• Up to 98" Max height

• Back Wall: 62" Max width

• Side Walls: 38" Max width

• 5/16" (0.8cm) Nominal thickness

Gloss Finish•

•

 

2 1/4” x up to 96” x 3/4” Trim Strips 
 • Soap Dishes

• Shampoo Shelves

• Foot Rests

• Additional Accessories available upon 
request (minimum  
quantities apply).

•

imitoday.com

WS-CS-VC-3x6/SUBWAY TRIM
3" x 6" Subway with Integral Bullnose Trim

COLOR & TRIM OPTIONS 

Standard Color Code

Warm White WW

Optional Color Code

Cream
Ivory
Solid White

SC
SI

SW

KIT INCLUDES

 – 2 side panels

 – 1 back panel

FEATURES

OPTIONAL ACCESSORIES

 

 

 

 

 

STANDARDS AND RATINGS
 – Typical CSI Code: 06 61 13 (Div 06)

 – ANSI (Optional)

 

 
– MAS Certified Green

Code compliant when fully equipped and
installed according to guidelines.

*See terms and conditions for details.

FOR CAST MARBLE SHOWERS

Grout lines will be the same color 
as the wall panel

Material to be Crated and 
Stacked on Pallets. 



38” max.

98”
Up to

62” max. 38” max.

98” 
Up to

98”
Up to

48”

3" x 6" SUBWAY WITH INTEGRAL BULLNOSE TRIM 

TECHNICAL SPECIFICATIONS

imitoday.com

Cast Marble Solutions

Phone: 770.928.2252

WS-CS-VC-3x6/SUBWAY TRIM

Rev. 03/2024

Type and Model # Material  Wall Finish Pieces

3

Left Wall Back Wall Right Wall

Wall Surround #3x6 Cast Marble  3" x 6" 

FEATURES Dimensional Tolerance ± 1⁄4"


